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An investigation was  made of  a model with a w i n g  of 45O sweepback 
and aspect   ra t io  6 t o  determine  the aerodynamic charac te r i s t ics  and suc- 
tion  requirements  for  boundary-layer  control  by means of area  suction 
applied to trailing-edge  flaps.  Included  in  this  study were limited 
t e s t s  of the  use of different ia l ly   def lected  f laps   for   la teral   control .  
Flap  spans  extending from 0.12 b/2 to 0.50 0.66, and 0.83 b/2 w e r e  
tes ted  a t   var ious  f lap  def lect ions f r o m  46' t o  65O. Latera l   cont ro l   t es t s  
were made wi th   d i f fe ren t ia l   def lec t ions   a t  46' and 65O on the 0.12 t o  
0.50 b/2  span flaps  with  boundary-layer  control  applied. A ljmited num- 
ber of the tests were made with  area  suction  applied to the  wing leading 
edge. 

It was found that   the   area-suct ion  f lape  a t ta ined  the  f lap  l i f t   incre-  
ment predicted by inviscid-flow  theory for  tjne smaller f lap  def lect ions 
and shorter f l ap  spans tested. A t  the  greater  values of e i ther   def lec-  
t i o n  o r  span, area  suction did not   ent i re ly  eliminate f low separation 
and f l ap  lift increments were somewhat l o w e r  than the  theoretical  values. 

The major portion of the lift increment  with  boundary-layer  control 
was found to  be realized when the chordwise extent of the  porous  opening 
on the   f lap  was tha t   p red i  *ed from t e s t s  of wing of 35' sweepback. In 
cont ras t   to   the   resu l t s   for  L.-€s other wing,  however, the lift was found 
t o  increase  with an increase i n  'he chordwise extent of porous 8rea up to 
the   largest   extent   tes ted.  The h . -eased  lift was realized in  t h i s  way 
only a t   t h e   c o s t  of relatively  high c>.-ction <&ntitiee. 

Measured values of  rolling-moment coeif ic ient  developed  by  the  dif- .. ferentially  deflected  f laps  wtth  area  suction  vere  about 80 percent of 
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the  values  predicted  by  inviscid-flow  theory,  the  difference  being due 
primarily to flow separation on the more highly deflected  flap. 

INTRODUCTIOES 

" 

" 

L 

" 

A program i s  belng  conducted a t   t h e  Ames Aeronautical  Lsboratory 
to determine the  effectiveness of  area-suction  flaps on a series of wings 
having  various plan forms. Reference 1 presented results of t e s t s  on a 
wing of 35O sweepback  and aspect  ratio 4.78, while  reference 2 gave 
resu l t s  of t e s t s  on a tr iangular wing 0f.aspec-t; r a t i o  2. S t i l l  unanswered 
were questiona  regarding the effectiveness  of  area-suction flaps of 
various spana on a wfng of  higher  aspect  ratio. It was the  purpose of 
the  study  herein  reported to determine  the aerodynamic character is t ics  
and suction  requirements f o r  boundary-layer control of area-suction  flaps 
of various  spans on 8 wing of 45O sweepback  and aspect   ra t io  6. 

" 

Provision was  made to  study a range of high flap-deflection  angles 
fo r  each  of three  f lap spans.  For the  shortest   f lap span, a etudy was &e 
of  the use of  d l f f e ren t i a l ly   de f l ec t ed   fhps  t o  provide b t e r a l  control. .LI 

In  order t o  study  the  f lap  characterist ics beyond the angle of attack 
f o r   s t a l l  o f  the wing havlngno  leading-edge  device,  area-suction boundary- 
layer control was ap-plled to   the  wing leading edge fo r  some of the  tes ts .  
Included h e r e h  are comparisons of f l ap  l i f t  increment,  drag  coefficient, 
and rolling-moment coefficient  with  those  calculated  by use of  appllcable 
theories. The t e s t s  were made i n  the 40- by BO-foot wind tunnel of the 
Ames Aeronautical  Laboratory. 

@ 

NOTATION 

The forces and monient8 are  referred t0 the stabi l i ty   axes  of  the 
model. 

b wing span, f t  

drag  coefficienk, drag 
CIS 

C induced drag  caefficient, induced  dra@; 
Dl Cls 
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CL l i f t  coefficient,  - 5 0s 
lift 

CZ r o l l i n g - m a t   c o e f f i c i e n t ,  
rolling moment 

SSb 

C ro l l i ng  moment due t o  .rolling, acz 
2P XPb/2U) 

, per  radian 

- 
%f suction  duct  pressure  coefficient,   for flap suction, 

Pa - P 

Q 
.L 

CpZe suction  duct  pressure  coefficient  for  leading-edge  suction, 
Pa - P 

Q 

suction flow coef f ic ien t   for  flap suction, - Q f  
‘Qf US. 

suction flow coefficient  for  leading-edge  suction, Q 2e 
‘Q 2e 

28 
ra te   of  change of section lift coefficient  with flap deflection, 

per  radian 

C rate of change of  section lift coefficient  with  angle  of  attack, 
2a per  radian 

C local w i n g  chord measured para l le l   to   p lane  of symmetry, f t  
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c' 

Ct 

Cn 

d 

- d a  
d6 

2 

P 

P 

pd 

2 
2u 

Q 

wing  mean  aerodynamic  chord, > ft 

local  chord  measured  perpendicular to quarter-chord line, ft 

section  normal-force  coefficient, section normal force 
qc 

distance  along  fuselage  axis  measured from forward  end,  ft 

dCi/d6 
dCdda 

lift  effectiveness  parameter, 

chordwise  extent  of  porous  area on leading  edge  meaeured  along 
surface  perpendicular  to  leading edge 

PI - P 
pressure  coefficient, 

free-stream  static  pressure, lb/sq ft 

local  static  presaure, lb/sq ft 

suction  duct  static  pressure  for leading edge or f h p ,  lb/sq ft 

wing tip  helix angle, radians 

volume  rate  of  suction flow corrected to standard  atmosphere, 
cu  ft/sec 
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S 

8 

t 

U 

W 

X 

Y 

a 

P 

*CD 

*CL 

AP 

E f  

‘7f 

c r i t  

exp 

f 

free-stream dynamic pressure,  lb/sq f t  

wing area, sq f t  

chordwise extent of porous  opening on f l ap  measured along  surface 
in  plane  perpendicular to f l a p  hbge l ine ,  f% 

thickness of leading-edge porous material,  in. 

free-itream velocity,  ft/sec 

suction  air  velocity  through  porous  material,  ft/eec 

distance along a i r f o i l  local chord measured p a r a l l e l  to plane of 
symmetry, fi 

dimension perpendicular to plane of symmetry, ft 

angle of attack, deg 

angle of sideslip,  deg 

increment of drag  coefficient produced  by the  def lected  f laps  
a t . a - 0  0 

increment of  lift coeff ic ient  produced by the  def lected  f laps  

pressure drop through  porous material, lb/sq f t  

f lap   def lec t ion  measured i n  plane  perpendicular t o  flap  hinge 
line, deg 

dimensionless  flap  span measured perpendicular to plane of 
symmetry, fraction  of semispan 

Subscripts 

critical, (minimum value t o  accomplish  boundary-layer control  
under test  conditions) 

experFment 

c 
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2e leading edge 
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min minimum .. .. . 

th  theory 

MODEL AND APPARATUS 

The geometry of the model i s  shown i n   f i gu re  1, and a photograph of 
the model mounted for t e s t ing   i n   t he  wind tunneI- is ahown in   f igure  2. 
The wing had 45O sweep of the  .quarter-chord l b e  of  chords p a r a l l e l   t o  
the  plane of symmetry, an aspect   ra t io  of 6.0, and taper   ra t io  of 0.292. 
The a i r fo i l   sec t ion  w a s  constant  acros8  the span and had a streamwise 
thickness   ra t io  of: 8.2 percent. The coordinates of the   a i r fo i l   sec t ion  
a re   l i s t ed   i n   t ab l e  I. Flush o r i f i ce s  were instal led  in   the Left wing 
of the model for static-pressure-distribution measurements. Table I1 
l i s t s  the spanwise and chordwise  ;Location-of the static-pressure  orifices.  
The dimensions and location of the empennage are shown i n  figure 1. 

L. 

- 
Details of the  trailing-edge  flap and  wing Leading edge are  shown 

i n  figure 3. The flap  hinge line was located on the lower surface a t  
0.75~ '  and the  f laps were def lected  to  460, 55O, GOo, and 65O measured 
normal to   t he   f l ap  hinge  line.  T'he-flap  spans which were tes ted are 
shown in figure 3. The locations of  the  outboard  ends of t he   f l aps   a t  
the   t ra i l ing  edge correspond t o  Q.50, 0.66, and 0.83 b/2. As shown on 
the  wing plan view i n  figure 3, the  inboard end of the f l a p  hinge line - 

was terminated a t  a point 2.42 f ee t  from the model center  line. For the 
flap,  the  exterior  surface of the porous  area was constructed of  metal 
mesh sheet  of  0.008-inch  thickness and having 4225 h o k e  per  square  inch. 
Beneath the  metal mesh sheet was a layer of wool f e l t  of l/l6-inch thick- 
ness  having  the  porosity  characteristic-s shown_.in.Pigure 4. No e f f o r t  
was  made t o  use a material of  graded  chordwise porosity such as was used 
in  reference 1. The chordwise extent and location of the maximum avail-  
able  porous  openings-are  given inl table 111. 

- 

Details  of  the  porous  leading edge of t&e.model a re  shown tn f ig -  
ure 3. The exter ior  metal mesh eheet was similar t o   t h a t  used on the 
trailing-edge flap. The porosity  characterist ics of the wool f e l t  i n  the 
leading edge are  shown in   f igure .4 .  The chordwise thickness  distribution 
of  the  leading-edge fe l t  was designed  by use of  the method of reference 3 
and is  shown in  figure 5. The chordwise extent of %he poroue a rea   a t   the  - 
leading edge also is  given i n  figure 5. 

. .  

In  order to meet the  different  pressure  requirements fo r  leading-edge 4 

and flap boundary-layer  control, two separate  suction systems were - 
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provided. Esch of the systems consisted of a centr i fugal  pump driven  by 
a variable-speed  electric motor. In  each syatem, the boundary-layer air 
removed through t he  porous area flowed  through wing ducts to the  pump 
within  the  fuselage and was expelled from an  exhaust  port  beneath the 
fuselage. Each of  the  exhaust  ports w a s  f i t t e d  w i t h  themocouples and 
flow-measuring devices t o  measure the  quantity of a i r  flow required  for 
boundary-layer  control. 

n 

For the  lateral-control  study,  the same f l aps  which had been  used i n  
the  longitudinal  study of flap  effectiveness w e r e  i n s t a l l ed  to provide 
d i f f e ren t i a l  flap deflections. Hereafter i n  the report the  differen- 
t ial ly deflected flaps w i l l  be  referred  to  as  f laperons.  

Longitudinal  Tests 

Force and pressure-diatribution measurements were made f o r   t r a i l i n g -  . edge f lap  def lect ions of Oo, 460, 55O, 60°, and eo and f l ap  spans  extend- 
ing from 0.12 b/2 to 0.50, 0.66, and 0.83 b/2. Tests w e r e  made of the 

ing  f lap  suction  f low  coefficient,  C throughout a range of angles  of 

a t tack from -2' -t;O +20°. In those t e s t s  i n  which suction was not applied 
to the flap,  the  flap  porous area w a s  not  sealed as br ie f  tests showed 
tha t   sea l ing  it with a smooth, nonporous tape produced no change -in the  
l i f t   o r  drag of the model. 

- foregoing flap configurations  without  suction on the   f lap  and with vary- 

Qf 

B r i e f  tests were made with  each of  t he   f l ap  spans and f lap  def lec-  
t ions to determine the   e f fec t  on f l a p   l i f t  increment of varying the chord- 
wise extent  of  the porous  area on the  trail ing-edge  f lap  with  suction 
applied. 

In a l l  of the t e s t s  in m c h  suction was  not applied to the  w i n g  
leading edge, the leading-edge porous area  was.  covered  with 8 smooth, 
nonporous tape. 

For most of  the  Longftudinal t e s t s  the  horizontal  tall w a s  removed 
from the  model. 

All of the tests were made at a test  dynamic pressure  of 2j pounds 
per  square foot, giving a Reynolds nuniber of 5.8~10~ based on the w i n g  
m e a n  aerodynamic chord of 6.34 feet. 

The following  table l ists the  f lap  configurations  tested and the 
figures which present  data  for  each  configuration. - 
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Flap  span, 

deg semi span 
deflection, percent 

Flap 
Figure number 

0.12 to 0.66 

46 
55 
60 

65 

Lateral  Control Tests 

I n  the  study of the  use  of  area-suction  flapemns  for lateral con- 
t rol ,   the  tests covered an angle-of-attack  range from Oo t o  12O and angles 
of sideslfp from -8' t o  +8O fo r  one f hpefori ..span (0.12 t o  0.50 b/2) and 
for  one d i f f e ren t i a l   s e t t i ng  of  the  flaperons (left flaperon a t  6g0, r lgh t  
flaperon a t  46'). For comparison, t e s t a  were made with model having  both 
flaps  deflected 55'. . "  . .  . "  

All of  the  lateral-control t e s t e  were made with  boundary-laycr con- 
t rol   appl ied to the wing leading edge. Most of  the  lateral-control t e s t s  
were made by moving the model through a range of s ideel ip  angles while 
the  angle of attack was held  constant. The remainder of  the  tests-we& 
made by moving the model through a range of-angles of attack  while hold- 
ing the model a t  a constant  angle of s ides l ip .  

Suction f l o w  from each  flape-Mn was adjusted by mean8 of  the  duct 
valves  to  provide that each  flapemn would have only sufficient  suction 
applied  to  maintain  attached  flow.  For comparison with  these  adjusted 
flow t es t s ,   o ther   t es te  were made wlth  the  duct  valves t o  both  flaperons 
opened to   the  set t ing  required  for   the 65O .flaperon,  thereby  providing 
an excess of suction flow to   the  460 flaperon. 

It should be noted tha t   the   hor izonta l   t a i l  was  mounted on the model 
for   the  la teral-control   teats .  This wa6 done to determine  the l a t e ra l -  
control  effectivenese  of  the  f laperons  with  the  horizontal   tai l   providing 
i ts  an t i ro l l ing   e f fec t   in   the  uneymmetrical.dowtiwash. f i e l d  behind the 
wing. . .  . 
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The  results of the  lateral-control  tests  are  presented  in  figures 
17 through 21 inclusive. 

The  lateral-control  tests  also  were  made  at  Reynolds nmber of 
5.8~10’. 

Flow  Coefficients  for  Boundary-Layer Control 

To obtain  the  data  showing  the  effect of f l a p  suction  flow  coeffi- 
cient,  the-  technique  used  wag  that of varying  the flow coefficient while 
maintaining  constant  angle  of  attack.  In  tests  made with both  increasing 
and  decreasing  flow  coefficient,  there  was no apparent  hysteresis in the 
variation  of  flap  lift  increment  with  flap  suction flow coefficient. A 
typical  variation of the flap 19ft  increment  with flow coefficient  when 
area suction  is applies to the  deflected  flaps of the  model,  is i l l u s -  
trated  in  the following schematic plot: 

*CL 

/ = = -  
I 

It can  be  seen  that as the  lift  increment  increased  wlth  increase in C 
a point  was  reached (point A) at  which  the  slope  decreased  and  became 
approximately constant. Further  increase i n  flow  coefficient  beyond  that 
of point A resulted  in  relatively  smaller  gains in flap l i f t  increment. 
On  the  basis of tuft  observations and static-pressure  distributions,  it 
was  shown in references 1 and 2 that  the  greater  part of the  flow  separa- 
t i o n  on  the  flap  had  been  eUminated  when  ‘the flow coefficient  at  point A 
was  reached.  In di~cu~~ing the  aerodynamic  characteristics  of  the  model, 
then,  it is necessary to specify  the  value  of at which  the  data are 

presented.  SFnce point A is  believed to be the  point of most economical 
accomplishment  of  boundary-layer  control,  most of the data  are  presented 
at the flow coefficient  associated  with that point.  The  value  of C * 

Qf 

‘Qf 

Qf 
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a t  point A i s  

t i v e l y  chosen 

minimum value 

defined  as C . I n  th i s   repor t ,  
Qfc r i t  

as the  nearest data point  taken a t  a 

which s a t i s f i e s  

the  order  of  0.0001to 0.0002 

presented may be  excessive in  

C i s  conserva- 

greater  than  the 
Q f c r i t  

cQf 
the  definit ion.  As incr&ents of C of 

Qf 
were used in  testing,  the  values of C 

Q f c r i t  
some cases by approximately  those amounts. 

Corrections 

Tunnel-Wrtll corrections  for a s t ra ight  w i n g  of the same area and 
span as   the  model of t h i s  test  have  been applied  to  the  angles of a t tack 
and drag  coefficients  presented  herein.  This was done since a brief analy- 
sis has shown t ha t  fo r  wings of the s ize  under consideration the tunnel- 
wall  corrections were approximately  the same fo r   s t r a igh t  and swept wings. 
The following  corrections were applied: 

No corrections were applied  for strut o r  interference  drag. These were 
not known. All flow coefficients were corrected t o  standara  sea-level 
conditions. No corrections were made to   the  data   for  the jet  thruet of 
the  boundary-layer a i r  expelled  by  the pumps because the  thrust  was so 
s l igh t   t ha t  it was considered  negligible. 

DISCUSSION 

Preliminary  Consideration of the Effect  of Boundary- 
Layer Control an Flap Lift Increment 

Before  consideratLon i s  given to   the  over-al l   resul ts  of applying 
boundary-layer control   to   the  f laps  of  the model, it i e  believed  neceseary 
to  discuss  a  basic  difference between the  present  results and those  of 
references 1 and 2 which must be  borne i n  mind  when the  over-all   resulte 
are  examined. 

The i n i t i a l  phase of this   s tudy was directed at determining  whether 
the  design  procedure  given in   reference 1 and the  theory of reference 4 
were adequate f o r  predictfng  the  value  of  critical flow coeff ic ient   for  
the  flaps,  the  external  negative  pressure and the extent and location of 
the porous area on.* flapa, and the  resultant f lap l i f t  increments. 



Effect  of  location of rear edge of porous  matertal.- A very important 
difference was  found by this study t o  exist between the   e f fec t  of boundary- 

w i n g  considered in  reference 1. It was found a s  shown i n   f i g u r e  6 that ,  
with  the  forward edge of the pomuE area  held-f ixed  a t   the   point  of mini- 

- layer control on the flaps of this wing and that found  on the   f laps  of  the 

mum external  negative  pressure,  the lift increment and C increased 
Qfc r i t  

with  increa'se in porous  extent up t o  the maximum chordwise extent  tested.  
The reasons  for  the  difference between this r e su l t  and those  of  refer- 
ence 1, which showed no increase  in  ACL fo r  s/cl greater  than about 
0.03, a re  not known. The resu l t s   ind ica ted   tha t   fur ther   increases   in   l i f t  
would have been r ea l i zed   i f   t he  porous area could have been  extended beyond 
the maximum value of E/C* physically  available,  although  this would be 
accanrpanied by s t i l l  further  increases in C 

Qfcrit ' 
For 55O of flap deflection and various  f lap spans the  following  table 

estimated  by  the compares the   f lap  l i f t  Fncrements  and values of 

method of  reference l w i t h  values of the same coeff ic ients  determined 
experimentally from tests using  the  estimated  extent s/ct = 0.030. In 

CQfc,it 

1 addition,  experimental values of ACL and C 
Qfcrit 

are presented  for  the 

maximum available chordwise  porous  extent, s/cr = 0.062. 
T 

Flap  pan Esti- %ti- . m r l m e n t  Experiment 
mated s/cl = 0.062 B/C' = 0.030 mated a/cf = 0.062 B/C~ = 0.030 

0.12 to 0.50 b/2 

.985 .m 1.B .ooui .oo& .00085 0.12 to 0.83 b/2 
- 87 .82 -98 .0012 -0007 .ooO@ 0.12 to 0.66 b/2 
0.v5 0.70 0.755 0.0010 0.0006 O.OOO5O 

These r e su l t s  and those  sham i n  ffgure 6 are typica l  of w h a t  was  
found for  a l l  f lap  def lect ions.  

The choice was made to conduct the major part of the  investigation 
with  the  rear edge of the porous area   loca ted   as   fa r  rearward as possible. 
All tes t  results  discussed  subsequently w e r e  obtained  under this condi- 
t ion.  It must be noted  that   this  does not necesearfly  represent  the maxi- 
mum f l a p   l i f t  increment available  nor  the maximum value  of A C J C  

Q f c r i t  ' 

Effect of locatton  of  forward edge  of porous  material.- It was found 
that   the  optimum posit ion of  the  forward edge of the  porous  area, as judged 



by t h e   g r e a t e s t   l i f t  increment and lowest C requirement, was  a t   t h e  

point of minimum external  negative  pressure. This r e su l t  ie i n  accord 
with  the  findings  of  reference 1. 

Qf 

L i f t  Characterist ics of  the Model 
Without Leading-Edge Suction 

Effect of suction on l i f t  characteristics.- The l i f t  character is t ics  
of the model without and with boundary-layer control  applied to the flaps 
are presented  in  f igures 7 and 8, respectively. 

The values of C f o r  the data  of  figure 8 were a t  or  near the 
Q f  

c r i t i c a l  flow coefficient for each  configuration. The chordwise extent 
of porous area  for  each  f lap  deflection was tha t  ahown i n  table III. Also 
shown i n  figure  8(a) are the l i f t  charac te r i s t ics   for  one f lap configura- 
t ion  with the   hor izonta l   t a i l  on the model. 

Lift cha rac t e r i s t i c s   a t  zero ang;le of attack.- The following table  
summarizes the l i f t  increment ACL produced b t he   f l aps   a t  a = Oo w i t h  
C = 0 (from f i g .  7) and with C = C rfrom f ig .  8) for   the chord- 

w i s e  extents of porous area on the f lap  shown i n  table 111. 
Qf Qf Q f c r i t  

Effect of fences on the -flap.- It was noted-that  boundary-layer con- 
t r o l   a t   t h e   h i g h e s t  Cef available did not prevent  flow  separation on the 
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outboard  ends  of  the  flaps which extended t o  0.66 and 0.83 semispan. 
Figure g(a) shows the   resu l t s  of a tuft  study  of  the  flow  over  the 0.12 

f m m  about 0.50 b/2 to the  outboard end of the  f lap.  In an e f f o r t  to 
improve the flow over  the outer end  of the   f lap  and thereby  increrrse  the 
f l a p  l i f t  increment, two small fences were mounted on t he   f l ap  upper sur- 
face a t  0.50 and 0.58 b/2. The fences improved the  flow over  the  outboard 
portion  of  the  f lap as indfcated  by  the tuft study shown i n  figure g(b) 
and increased  the  f lap lift increment  by  about 0.03 a t  a = Oo, a s  shown 
i n  f igure l O ( b ) .  Since  the g a i n  i n  f l ap  Uft increment due t o  the effect 
of  fences was small, it i s  not presented  elsewhere i n  the  report .  

- to 0.66 b/2 span f lap  def lected 65O. The area of  flow  separation  extended 

Comparison with theory.-  Figure 10 presents a comparison  of t he   f l ap  
lift increment, AC,., at tained  by  the model a t  a = Oo with  that   predicted 
by the  theory of reference 4 as applied to th i s   p lan  form. Details of  the 
application of the  theory  are given i n  the appendix. 

P 

T 

It can  be  seen i n  f igure 10 that the  only  flap  with  auction  applied 
which attains the  value  of ACL that   theory  predfcts  i s  the  460 f l a p  
deflection  extending spanwise  from 0.12 to 0.20 b/2. It i 8  also t o  be 
noted  that   e i ther   an increase in f lap   def lec t ion  f o r  8 e v e n  f lap  span o r  
an increase i n  f l a p  span st conatant flap  deflection  decreased  the  per- 
centage  of  theoretical   f lap lift t h a t  was realized. The followtng t ab le  
gives the  percent   of   theoret ical   f lap lift increment  attained  by  each  of 
the  flap  configurations  tested  without  boundary-layer  control ( C  = 0) 
and with  boundary-layer  control (C I *  Q f  

= CQfc,it 

Percent  of  theoretical   f lap lift' 
Flap span, increment a t ta ined Flap  deflection, 

b/2 CQf = C CQf = 0 deg 
Qfcrit 

46 
0.12 t o  0.50 

102 78 
55 71 95 
60 

84 9 65 
90 66 

46 71 97 
55 64 89 
€€I 59 

53 65 
83 
80 

46 67 92 
55 58 84 

0.12 t o  0.66 

0.12 to 0.83 
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The f a c t  that experimental  values of ACL for   the  suct ion  f lap w e r e  
lower  than theore t ica l   va lues   a t  the greater flap deflections results, 
a t  l e a s t  i n  part ,  from some d e a e e  of f&w....s egaratA0.n on  the f l q  as has s 

been indicated  previously  in  reference 1 f o r  a f lap  def lect ion of TO0.- 
. -  

It i s  evident from figure 10 that   the  lift increment  produced by the 
flap  without boundary-Sayer control  departs from theory a t  some f l ap  
deflection smaller than 460 f o r  a l l  of the flap spans  tested. It should 
be  noted, however, that   the  theoretical   values  of ACL presented i n   f i g -  
ure Lo were obtained  by  the  use  of  the  theoreticaltwo-dimensional  value 
of du/d6 for  this  f lap-chord  ratio.  B r i e f  calculations, made fo r   t he  
0.12 t o  0.50 b/2  span f lap  only, show tha t   i f ,   ins tead  of the  theoret ical  
value  of du/dS,  one uses an experimental  two-dimensional  value  obtained 
i n  the range  of 6f = 0' t o  20') the   f lap  lift Increment attained by the 
model with 6f = 460 and without  suction i s  equal to  the  theoretical  
value. Thus it appears that   the  lift Increment produced-by  the  flap  with- 
out  boundary-layer  control i e  somewhat higher than might be  expected. 
The f a c t  that a plain  f lap on a sweptback wing is  as   e f fec t ive   as  it i s  
i n  producing lift appears  to  be  related  to  three-tlimensional boundary- 
layer phenomena. The spanwise  flow  within  the boundary layer  apparently 
is, in   e f fec t ,  a naturalboundary-layer  contm'l  for the inboard  sectione * 
of the  f lap.  

Lift   characterist ics  at   higher  angles of  attack.- I n  figures 7 
and 8, it can  be noted that the maximum lift coefficient  attained  with 
or  wiihout  suction  for a given f l ap  span i s  approximately  the same f o r  
a l l  flap  deflections  tested  greater  than Sf = Oo. This r e su l t s  from 
the   fac t   tha t  the maximum l i f t  i s  limited by  flow separation from the 
wing leading edge as indicated by the   s ta t ic -   resswe  d ia t r lbu t ions   p re-  
sented i n  figure ll. The f l a p  was deflected .Lo and extended from 0.14 
t o  0.66 b/2. 

Drag Characteristic8  of  the Model 
Without Leading-Edge Suction . .. 

Effect  of  suction on drag.- One of the primary polnts  of  interest  
is  the  effect  of boudary-layer  control on the drag of the model with 
flaps  deflected. Comparison of the drag  coeff ic ients   a t  a = 00 for the 
same configurations i n  f igures 7 and 8, shows tha t  for the  longer flap 
spans,  the  drag  with-suction  applied i s  less  than  the drag without  suc- 
tion.  This result would indicate that when boundary-h@r-control wae 
applied,  the  reductian in drag due t o  f l o w  segaration was of greater mag- 
nitude khan the increase  in  induced drag due to  higher l i f t .  

. . . - .. - - ." - - .. - 

Comparison of  the e s g  coefficients of  the various f l ap  spans  with 
suction  applied  (fig. 8 ) ,  . show8"tha.t a t  a given lift coefficient Fn the 
l inear  lift range,  the  drag  coefficient i s  smaller for s e  longer f lap  

- . 

" - 
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spans  than for  the  shokter. This follows from the fact tha t   the  induced 

with the longer  flap  spans. 

"" " -- .. 
.r drag i s  less since  ell iptic  spanHse  loading is  more  closely approached 

Comparison with  theoretical  drag.- Because of the   e f fec ts   tha t   a rea  
suction  has on the   p rof i le  and induced  drag, it may be  of interest ( i n  
perfomance  calculations,  for example) to  determine t o  what degree  of 
accuracy  the  drag  of  the model with flaps deflected can be  estimated from 
theoretical   drag  considerations.  For t h i s  purpose, a comparison i s  made 
i n  figure 12 of the  experimental  lift-drag  polars  of  the model with and 
without  suction on the  f laps  and the   theore t ica l   po lars   for   the  same con- 
figurations as calculated  by  the method of  reference 5 .  The theore t ica l  
polars were calculated a t   t h e  same angles of a t tack  a t  which the  experi- 
mental data w e r e  obtained. Details of the  application of the  theory are 
given i n   t h e  appendix. In figure 12 it i s  seen that good agreement was 
obtained between theory and the  area-suction flap data   for   the  model wfth 
the  smaller  flap  deflections and shor te r   f lap  spans. A t  t he  greater f l ap  
deflections and longer  f lap spans, there is poorer  agreement between 
theory and experiment. In those  cases where the agreement i s  not good, 
the  curves  for  theory and experiment  with  suction  appear t o  l ie in  reason- 
able  proximity. This should  not  be  taken to mean tha t  agreement in drag 
coeff ic ient  i s  obtained i f  theory and experiment are campared a t  equal 

i n  angle of  attack  involve  differences  in shape  of the  span load dist r ibu-  
t ions and consequently  different  induced  drag. The proximity  of  the 
experimental and theoretical   curves a t  the greater   f lap  def lect ions and 
longer  f lap  spans  results,   in  part ,  from profi le   drag due to flow  separa- 
t i o n  which w a s  not  eliminated  by  suction and must be  considered  fortuitous. 

d. 

w l i f t  coefficients.  Such a comparison i s  not  valid  since  the  differences 

- 
Also shown f o r  purposes  of comparison in figure E ( d )  are unpublished 

data   for  a model having a double-slotted  flap. The w i n g  had 45O of sweep- 
back, an  aspect  ratio  of 6, and a taper   ra t io  of 0.5. The f l a p  span 
extended from 0.18 b/2 to 0.58 b/2, the  f lap  deflection WSB 55O, and the  
flap-chord  ratio  cf/c' w a s  0.25 f o r  the main f lap.  These data   a lso w e r e  
obtained i n  the Ames 40- by  80-foot wind tunnel. The data  are  presented 
a t  the same angles of a t tack  as the  area-suction  flap  data and the theory. 
In  order to compare the polars of  the  area-suction  flap and double-slotted 
f lap   d i rec t ly ,   the  model with  the  double-slotted  flaps was assigned  the 
same flaps-up minhmm drag as the model with  the  area-suctfon  flaps. A t  
a given  angle  of  attack,  the  double-slotted  flap gave somewhat higher l i f t  
than  the  plain  flap  without  suction,  but  not a8 high l i f t  as the  suction 
f lap.  The drag of the  double-slotted  flap a t  a given angle of a t tack w a s  
higher  than that of e i ther   the   p la in   f lap  or the  ares-suction  flap. 

- The extent   to  which area  suction  causes  the  drag  coefficient of the 
model t o  approach the  value  predicted  by  inviscid  flow  theory  can  be  seen 
in   f i gu re  13. The high values  of  the  parameter (ACdACL2) / ( A C ~ A C L ~ )  th 

for  the  f laps  without  suction  indicate  high  profile  drag  for a l l  of the 
f exp 
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flap  configuratlons. Furthermore, the  increasing  values  of t h e  parameter 
with  greater  f lap  deflections for the .case without suction show the  cffecte 
of increased flow separation  drag. With area  suction  applied  to  the f l a p s ,  
the  values  of  the  parameter become essent ia l ly  1.0, indicat ing  that  the 
drag  with  boundary-layer  control i s  largely induced  drag. 

Pitching-Moment Characterist ics Without 
Leading-Edge Suction 

The e f f ec t  of  boundary-layer  control on the pitching-moment coeff i -  
c ien t  can  be seen i n  a comparison of figures and 8. Applying suction 
to  the  deflected  flaps  increased  the magnitude of  the  negative pitching- 
moment coefficient.  

Incremental  values of cm/CL for  the  area-suction  f lap6  are found 
t o  be  of  sl ightly  greater absolute magnitude than  the  values f o r  the same 
flap  without  suction, all values  being  calculated a t  constant  angle of 
attack from the  data  presented in   f i gu res  7 and 8.  This   resul t  is d i f f e r -  - 
ent from the  result8 of the test of reference 1 which showed a reduction 
i n  magnitude  of  IncFemehtal value  of cm/dL when suction was applied  to 
the  f lap.  # 

. . .  

In   f igure  8(a)  are shown the longitudinal  characterist ics of  the 
model with  the 60' flap  extending from 0.12 t o  0.50  b/2 with  suction 
applied and wi th   the   hor izonta l   t a i l  on. It. i e  .seen that a f t e r  the unsta- 
ble  break  in  the pltchlng-moment curve  occurring a t  8.5O, the  horizontal 
t a i l  provided  stable  pitching moments  up t o  the .highest  angle of a t tack 
teated. A t  an angle  of  attack  of 0.4'' the trim l i f t  coefficient was 
0.715 as ccmpareZ to the l i f t  coefficient of 0. obtained  with  the  hori- 
zontal t a i l  removed. Although data were not  obtained for the  0.12 t o  
0.66 b/2  span flap, calculations show t ha t  for the same angle  of  attack, 
the trim l i f t   c o e f f i c i e n t  f o r  the 60° deflection  with  suction would be 
0.84 a s  compared t o  0.93 obtained wTth the  horizontal tail off .  

. " 
". 

. -2 

. . .. 

Suction Requirement8 fn r  Boundary-Layer 
Control on the Flap 

Suction flow  requirements.- The suction flow coefficients,  C t 

Q f c r i t  
required  for  boundary-layer  control on the  flap  configurations  teated  are 
given in   t ab l e  111. The values  presented were obtained  by  variation  of 
the  suction flow coefficient  at   zero  angle of attack. The magnftude of  
the peak negative pressures on the   f lap became smaller  with  increasing 
angle of attack (f ig .  ll), presumably a6 a r e su l t  of the thickenfng of 
the upper surface boundary layer. In consequence, the f l a p  duct  pressure8 - 
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required  to  give a t  
‘Qfcrit 

- 17 

the  higher angles of attack were correspond- 

ingly reduced,  although the  values  of C a t  higher  angles  of  attack 
Qfcrit 

w e r e  approximately  the same as those a t  a = 0. 

The flow  coefficient  required  for boundary-layer control i s  a func- 
t ion  of the  porosi ty   character is t tcs  of  the  porous material and the 
external  static-pressure  distribution over the porous  surface. The porous 
mater ia l   tes ted had constant  permeability chordwlse and spanwise, therefore 
a l l  values of CQ presented  are probably considerably  higher than 

f c r i t  
would be  required  for  a  porous  material having its permeability  varied t o  
give mare uniform suction  velocity  through  the porous material. In the 
t e s t s  of  reference 1, it w a s  found tha t  C reductions as great  a8 

55 percent could be  achieved  by t h i s  means. 
Q f c r i t  

Suction  pressure  requirements.- The suction  pressure  coefficients 
required  for  boundary-layer  control on the  various  flap  configurations  are 
shown in   t ab l e  DX. suction  pressure  coefficient  associated with the 
f l o w  coefficient,  C , will be designated C . The most fmportant 

Qfcrit pf c r i t  
factor   affect ing is the  magnitude  of the minbum ex te rna l   s t a t i c  

‘Pfcrtt 
pressure on the  f lap,  a  secondary  factor  being  the  permeability  character- 
istics of  the  porous material through which the  boundary-layer a i r  i s  
removed. The importance  of the minimum external static pressure may be 
seen  by  a  comparison  of the  minimum external  static-pressure  coefficient,  
Pminr and Cpfcrit for   the 60’ flap  extending f m m  0.12 to 0.66 b/2. 

Table III shows a  value  of -4.18 f o r  C w h i l e  P d n  had a value 
Pfcrit 

of -4.10 a s  shown st a = 0.4O i n  figure 11. As the  external static- 
pressure  or i f ices  were located  about  1.0-percent  chord  apart on the   f l ap  
arc,  it is possible that the actual  value  of  Pain may not have  been 
measured due t o  its location between orifices,   but it is believed  that 
the  f igure -4.10 i s  reasonably  close to Pmin. Good agreement w a s  
obtained between experimental  values  of Pmin on the   f lap  upper surface 
and those  estimated by the method of  reference 1 as shown i n   t h e  follow- 
ing  table: 

Gf,deg Estimated Pmin Ekperimental  Pmin 

46 -3.1 
55 -3 -8 
60 -4.2 
65 -4.6 

-3.1 
-3.8 

-4.5 
-4.1 
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Aerodynamic Characteristics  of  the Model With 
Boundary-Layer Control Applied t o  the Flaps 

and the Wing Leading Edge 

I n  order  to  study  the  effects of boundary-layer  control on the   f lap  
a t  angles  of  attack beyond the stall of  the w h g  with  the  leading edge 
sealed,  area  suction was applied"%o the wing leading edge.  Data- are  pre- 
sented only for  the  case of  the 60° flap  deflection  extending from 0.12 
t o  0.50 and 0.66 b/2 as   these  are   suff ic ient   to  show the  f lap  effective- 
ness a t  higher  angles of attack. PLgure 14 shows the l i f t ,  drag, and 
pitching-moment character is t ics  for .these two f l ap  spans  with and without 
area  suction a t  the wing leading edge and on t h e   f h p .  These data  -repre- 
sent  the  characterist ice a t  o r   s l i gh t ly  above C for the   f lap  mc-  

t ion.  It i s  evident f r o m  examination of figure 1 4  that the  effectiveness 
of  an  area-auction  flap i s  maintained to higher angles of attack i f  a 
leading-edge  device i s  used t o  delay  leading-edge flow separation. 

- . . - . " . " "" -. - . - . -. . . . - - . . 

- - -~ " . 

Q f c r i t  

The suction  requirements for the f l ap  and leading-edge  boundary-layer 
control are shown i n  table Tv. The C and Cp for   the leading-edge 

suction were maintained a t  values above those  required  to  prevent  leading- 
edge flow  separation a t  each  angle of atkack  for each configuration. 
Because ft was f e l t .  .that C and C p  were considered.of  secondary 

in te res t ,  no attempt was made t o  determine the minimum values  to  prevent 
separation. The C and C require-d for   the   f lap  were approxi- 

mately  the same values  as were required f o r  the wing without  leading-edge 
euction. 

I 

%e le 
.r 

. . . . . . . . . - . -. . . . . .  

%e le 

. ." - 
Qfcri t   ' fcr i t  

Figure 15 shows the wing static-pressure  diatrtbutions  for  the 60' 
flap  deflection  extending from 0.12 t o  0.66 b/2 with  are8  suction a t  the 
leading edge. These data were taken from the tests for  which the foi.ce 
data are  presented  in  f igure 14. A s  the  angle of attack w a s  increased 
above Oo the magnitude of the min9mum pressure peak on the f lap decreased 
although no flow separation bad occurred on the forward par t  of  the w i n g .  
A similar phenomenon was previously  pointed out f o r  the  case of  the wing  
without  area  suction a t   the   l ead ing  edge. 

When area  suction was applied  to  the  flaps  with  the wing leading edge 
sealed,  the maximum value of c, of each  section shown i n   f i g u r e  16 was 
limfted by flow  separgtion from the wing leading edge. Maximum l i f t  of 
the model occurred when the outer section of the  f lap (0.585 b/2) reached 
i t s  m d m u m  Cn a t  about 8.5O angle of  attack. . .. .. . 

. .  

When area  suction was  applied to the wing leading edge as w e l l  as t0 
the  flaps,  the  section  normal-force  coefficients-continued  to  increase up 

.I 

. " 



- 
to the  highest  angle  of..attack  f;ested,  but with decreasing Slope. The 
data  presented  in figure 16 were obtained from the data presented  in 

t f igures 11 ana 15. 

Lateral-Control  Study 

Shown i n  figure 17 a re  the rolling-moment data   for   the model with  the 
550 flap  deflection  with C held  constant a t  a value  of 0.0019 which 

Qf 

i a  somewhat above C . The leading-edge  flow coeff ic ient  a t  each 
Qfcr i t  

angle of a t tack  was that  required  to  prevent f l o w  separation from the 
leading edge. 

Figure l8 presents  the mlUng-moment da ta   for   the  ma$elwitPl the left 
flaperon  deflected 65O and the  r ight  f lapemn  deflected 46 . The f h p e r o n  
suction  duct  pressures w e r e  adjusted so that  the  value of each  flaperon 
flow  coefficient was a t  o r  s l i g h t l y  above for i t s  deflection. 

The data  of  figure l8 show tha t  a t  B = Oo, a rolling-moment coeff ic ient  
of  about O.Ol-6 was developed a t  a = O.3O due to the  dTfferentia1  flaperon 
deflection.  This compares wtth a value of 0.022 ( for  the wing alone) as 
predictea by the method of reference 6. An outl ine  of   the   appl icat ion 
of  refereace 6 t o  t h l s  model i s  given i n   t h e  appendix  of th i s   repor t .  The 
effect of the empennage in   t he  asymmetric downwash field is  that   of  reduc- 
ing  the r o w  moment of the model, A conrpu%ation br ie f ly   ou t l ined  in  
the appendix w a 3  d e  to determine  the magnitude of   the  effect   of   the  
horizontal tai l .  .The t a i l   con t r ibu t ion  w a s  found to be -0.002 rol l ing-  
moment coefficient.  The e f f ec t  of the v e r t i c a l   t a i l  is belfeved to  be 
somewhat smaller  than  that  of the h o r i z o n t a l   t a i l  and therefore w a s  not 
estimated. Comparison of the experimental  value  of 0.016 to the  theoret i -  
c a l  of 0.020 with  the tail on shows tha t  80 percent  of  theoretical  roJling- 
moment coeff ic ient  was attained. The f a i l u r e  of the model to a t t a in   t he  
expected  rolling-moment coefficient  can be la rge ly   a t t r ibu ted  to the  fact 
that   the   f laperon  def lected to eo does not attain the   theore t fca l  lift. 

4. 'Qfcrit 

- 

A brief test w a s  m a d e  in which the  suction-flaw  coeffictent was not 
adjusted to the  requirements of each  flsperon.  Lastead,  the  auction  flow 
from both wings was adjusted t o  the  requirements of  the  65O deflection, 
with t he   r e su l t  that the  f lapemn  deflected 460 had considerable  excess 
flow and consequently somewhat increased lift. This arrangement resulted 
i n  a reduction  of 25 percent in  the rolling-moment coeff ic ient  developed 
by the model (0.012 at a = O.3O as compared to the 0.016 previously 
at ta ined with adjusted  suction), and  emphasized the  possible need f o r  
adjusting  the  flow  to  the  fhperon  requirements. 
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Brief  calculations,  based upon the  experimental rolling-moment coef- 
f i c i en t  of 0.016 and a value of C = -0.342 obtained from reference 6 ,  
f o r   t h i s  plan form indicate that the  value  of  wing-tip  helix  angle, pb/2U, 
for the flaperon configuration  tested would be  about 0.046. Although 
t h i s  value of pb/2U is lower than  the minimum of 0.07 specif ied  in  
reference 7 for   sat isfactory  f lying  qual i t ies ,  it should  be  noted t h a t  
the rolling-moment coefficient of 0.016 was obtained  with  relatively 
small different ia l   def lect ions of flaperons  extending from 0.12 t o  
0.50 b/2. A n  increase  in  flaperon span, possibly combined with somewhat 
greater   dif ferent ia l   def lect ions,  would probably  result i n  adequate roll 
control. 

2P r 

One factor.which may a f f ec t   t he   u t i l i t y  of area-suction  flaperone 
a t  high  deflections for  r o l l  control i s  the  adverse yawing moment devel- 
oped. Figure 19 presents  the yawing-mqnn-t , coeffic&en$. yayiation with 
sideslip  angle  for  the same test   conditions for which the rolling-moment 
data  are  presented  in  figure 18. A t  zero sideslip,  the  adverse yawing- 
moment coefficient was about -0.003 in   t he  l o w  angle-of-attack  range and 
zero a t  the highest  angle of a t tack  tes ted. .  .. . . 

. ,  " - 

- 
Figure 20 shows the  rolling-moment coefficient developed  by the model 

with  the 460 and eo flaperon  deflectlona  with  boundary-layer  control  as 
the lift coefficient was increased  while the sidesl ip  angle waa held con- 
s tan t .  The negative  slope  of  the  curve  for B = Oo indicates   that   the  
effectivegeas of the 65O flaperon was decreasing more rapidly  than  that  
of  the  46..flaperon as the  angle  of  attack was increased. Comparison of 
the  data i n  f igures 18 and x) shows only  negligible  differences i n  
rolling-moment coefficient  for  corresponding  angles of a t tack 8nd aide- 
slip, indicat ing  that   the   areas  of  the wing on which flow separation 
existed were probably- similar  in  both  cases.  

i 

Figure 21 presents  the yawing-moment coefficient  variation  with l i f t  
coefficient from the same test for which rolling-moment data were pre- 
sented i n  figure 20. A t  p = Oo an adverse pwing-moment coefficient of 
about 0.002 is t o  be  noted i n  the linear lift range. 

The r e su l t s  of  the  wind-tunnel  investigation  of  area-suction  flaps 
of various  deflections and spans and of flaperons on a wing of 45O sweep- 
back and of aspect   ra t io  6 indicate that the l i f t  coefficient developed 
by  the  suction  flaps  continued  to  increase  with  increasing  flap  deflec- 
t ion  up t o  a deflection of 65O,  the  highest   value  tested,   but  at  a reduced ' 

r a t e   a t   t h e  hfgher  deflections due t o  the   inabi l i ty  of the  suction to 
eliminate  the flow separation  completely. . 

* 
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it was found that   the   values  of l i f t  and drag  coefficients due to 
f laps  on which negligible  flow  separation  existed  could be predicted  with 
good accuracy by use of the  theories of references 4 and 5 .  This was 
evidenced  by the agreement a t   t h e  smaller f lap  deflections and shorter 
f l ap  spans. It i s  believed  that   greater chordwise extents of porous  area 
than those tes ted would give  closer agreement to   t heo re t i ca l   f l ap  lift 
at  the  higher  f lap  deflections  since,  for those  deflections,   the  f lap 
l i f t  increment at C continued t o  increase with Fncreased  chord- 

wise extent  of  porous  area. Such an  increase In chordwise  extent of 
porous area  probably would result i n  h ighe r   c r i t i ca l  flow  coefficients 
since it was found that  increasing  the chordwise extent by about a fac tor  
of 2 in   order  to obtain  higher l i f t  approximately  doubled  the c r i t i c a l  
flow coeff ic ient  . 

Q f c r i t  

Experimental f lap  suction  f low  coefficients were i n  good agreement 
with  those  estimated  by  the method of  reference 1 f o r   t h e  same chordwise 
extent of porous area  used i n  t h e   t e a t  of reference 1. 

Good agreement was found  between the  pressure  coefficients  required 
for   f lap  suct ion and those  estimated by the method of  reference 1. 

The measured values of  rolling-moment coefficient developed  by the 
area-suction  flaperons  tested w e r e  somewhat lower than  the  calculated 
values. This r e su l t  i s  believed t o  be due t o  some degree of air-flow 
separation on the more highly  deflected  flaperon as well as to the an t i -  
ro l l ing   e f fec t  of the empennage i n   t h e  wake of the wing. The use  of  area- 
suctFon  flaperons  appears to be feasible  as a 11~8218 of producing r o l l  
control f o r  airplanes  having sweptback w3ngs. 

Ames Aeronautical  hboratory 
National Advisory Committee f o r  Aeronautics 

Moffett  Field,  Calif., Feb. 27, 1956 

. 
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.. 
BRIEF DISCUSSION OF TBE APPLICATION OF TKE 

For the  purpose OP enabling  the  reader to follow the  application of 
the  theories of  references 4, 5 ,  and 6 in   es t imat ing   the   l i f t -and  induced- " 
drag  coefficients due to the  deflected flaps grid the rolling-moment coeff i -  
c ien t  due to flaperons,  pertinent inform&ion. will. be &ven here  concern- 
ing  the  assunptions made, necessary  additional  information  about  the model 
geometry, and, in   b r ie f ,   the  procedure  followed. No detailed  diecussion 
of  the  application of the  theories iB needed *re, as it fs given ade- 
quately  in  the above references. 

Calculation  of  Theoretical Flap Lift Increment 

Model geometry and assumptions.- I n  order to apply  the  theory of 
reference 4 to  calculate  the  l if t  due t o  deflected  flaps, it i s  desirable 
to  express  the model dimensions i n  terms compatible with- the  equations 
of t ha t  report. The model of t h i s  t e s t  ha3 a flap-chord t o  wing-chord 
ratio,  cf/c,  of 0.214 in   planes  paral le l  t o  the  plane  of aymmetry  and 
the sweepback of the  f lap  hinge  l ine was 39.170. The additional model 
geometrical  characteristics needed to.calclalate ACL due to the deflected " 

f laps   a re  shown i n  figure 1 of this report.  _.7The..calculations of f l a p  l i f t  
are   for   the wing alone, no fuselage  effects  being  coneicbred. 

- ~" 

Procedure. - The thearetical   value of the  parameter da/d6 of 0.563 
obtained from figure 3 of reference 4 wagused ip . ~ e .  calculations.  This - 

was done because  experience  has shown that   calculat ions,   in  which expert- 
mental  values of du/dS taken in   the range of small flap  deflections 
were used, predict  lower values of ACL t h a n  are obtained  experimentally 
on sweptback wings on which l i t t l e  o r  m flow  separation is present. I n  
application of  the  theory of  reference 4 t o  WS model, the  inboard f l a p  
case was used, and it i s  to be noted that the model  had constant  fraction 
of wing-chord flaps.  For simplicity,  both B, the  compressibiUty param- 
eter ,  and K a V ,  the  lift-curve  slope  parameter, were aseumed equal t o  
1.0. Then by following  the steps outlined i n  reference 4 the   theoret ical  
f lap  effectiveness was obtained for the experimental Slap deflections. 

- 

. 
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,Calculation of  Theoretical  Lift-Drag Polars 

Calculation  of l i f t  coe’fficient.- The lift-coefficient  increments 
due to   f lap   def lec t ion  and angle-of-attack change are   direct ly   addi t ive 
as indicated  in  reference 4. Since  the  f lap l i f t  increments had been 
calculated  for  each  of the various  flap  configurations a t  zero  angle  of 
attack, it w a s  necessary  only  to  determine  the  increase in lift coeff ic ient  
due t o  change i n  angle of attack. This was done by  the method of  refer-  
ence 5 .  For purposes of comparison w i t h  experimental  data,  the  theoreti- 
cal values  of Uft coefficient were calculated from CLa: (obtained f r o m  
ref. 5 )  a t  the same angles of a t tack  a t  which experimental  data were taken. 

Calculation  of  drag  coefficient.- The theoretical   drag  coefficient 
of the model can  be  expressed as 

where 

undeflected and CDi is  the induced  drag  coefficient  resulting from the  

total   loading due t o  the  f lap  def lect ion and angle  of  attack. An experi- 
mental  value for of 0.0351 had been  obta-fned a t  a = Oo Kith the 

flaps  undeflected, so it was necessary  only to compute for   the  model 

with  the  various  flap  configurations at   the   angles  of a t tack   for  which 
CL had been  calculated. The induced drag  coefficients were computed by 
the method of  reference 5 ,  and total   drag  coeff icfents  were obtained  by 
addition  of  to  the  theoretical  values  of C 

‘Dmin i s  the minimum drag  coefficient  of  the model with  f laps 

%n 

c D i  

%in =i - 

Estimation of  Rolling-Mcxqent Coefficient 
Developed by the  Flaperons 

Calcuht ion of rdlling-moment coefficient.  - The application  of the 
method of  reference 6 to calculate  the rolling-moment coeff ic lent  developed 
by the  flaperons i s  somewhat analogous to  that  previously used in   de t e r -  
mining the theore t ica l  flap l i f t  increment. Span loadings w e r e  calculated 
f o r  full wing-chord ailerons.  Once again p and K~~ were assumed equal 
t o  1.0. Reference 6 was then  used to  obtain a value of C the  aileron 

effectiveness  parameter for constant  fraction of wing-chord ailerons.  
Appropriate values of  flapemn  deflection measured p a r a l l e l  t o  the plane 
of symmetry w e r e  then  substi tuted  to  obtain  the  calculated  values  of 
rolling-moment coefficient due t o  flaperon  deflection  for  the wing alone. 

%t’ 
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Since the e f f ec t  of 
behind the wing was  t ha t  

the empennage in   t he  asymmetric downwash field 
of reducing the ro l l ing  moment produced  by the 

flaperons, a  correction  accounting for the ef fec t  of the horizontal  t a i l  
was applied  to the calculated rolllng-moment coe f f i c i en t   fo r - the  wing-" 
alone. The e f f ec t  of the ve r t i ca l  tail was believed t o  .be smaller thin 
that of the horizontal tail; therefore it was neglected. 

. . . . . .. . . . . - - -" - 
" 

-. . 

The horizontal-tail   contribution to the r a l l i n g  moment was  computed 
a f t e r  first calculating by the method of reference 6 the  antisymmetric 
loading on the wing due t o  the d i f f e ren t i a l  f l ap  deflection. The down- 
wash, w/V, across the horizontal t a i l  was then computed'from the equation 

I . . ,  -, L 
I .  - 

(x) = t,vnGn . 
-. 

$,qv n=L 

where k/j3 and iv are  dimensionless  longitudinal and lateral   coordinatee 
and pVn i s  a coefficient depending on wing geometry and indicating  the 
influence  of  antisymmetric  loading a t  span s ta t ion  n on the damxaeh 
angle a t  span s ta t ion .  v. Thi,s equation i,s slmilar to  equation (14) of 
reference 4 except t ha t  the antisymmetric  influence  coefficients  are 
applicable  for this loading, and the  expression i s  summed f o r  only three 
spanwise s ta t ions  sfnce. the %tisymmetric  loading a t   t h e  plane  of symmetry 
i s  zero. The horizontal t a i l  was then,  in  effect,  considered as a wing 
having a t w i s t  distribution  corresponding  to  the downwash, and the span- 
wise loading on the   hor izonta l   t a i l  was computed by the method of refer-  
ence 5 .  From this loading, the method of  reference 6 was ueed to  calcu- 
la te   the   hor izonta l   t a i l  rolling-moment coefficient, which was then 
expressed i n  terms of wing dimensions. 

IL .". , , -  , - 

. 

. 
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TABLE r.- m r L  ORDINATES PARALLFL TO PLANE OF 
SYMMETRY OF TBE 45O SWEPTBACK WING MDDEL 

x> 
percent chord 

0 
.44 .66 

1.10 
2.20 
4.42 
6.65 
8.89 
13.42 
18.01 
22.65 
27.35 
32.12 
36 - 93 
46.n 
51.78 
76.85 
62.00 
67.21 
72.49 
77.85 
83.27 
88.77 
94.35 

41.82 

100 

Y I  
percent chord 

0 
~~~~ 

.631 

.761 

.962 
1.325 
1.830 
2.209 
2.5z. 
3.023 
3.406 
3.696 
3 -907 
4.041 
4.097 
4.049 
3.909 
3 - 695 
3.418 
3 . m  
2. 'lo9 
2.291 
1.850 
1.402 

- 947 
.486 
.019 

Leading-edge radlus: 
0.4n percent chord 



. . .. 
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TABLE 11.- SPAWISE AIVD CHOWISE I;ocAIcIONS OF PRESGURF O R I F I C E S  

1 Chordwiee positions of orificee, percent stremwise chord' 
~ ~~~ 

Bpamrlse positions 
of orifices -i- c 

" 

t 
" 

6f = 55O 6f = 65' - 
Lower 

surface 

0.26 

1.03 
* 52 

1.55 

5.18 
2.59 

7.77 
10 35 
15.5 
a 0 . 7  
31.1 
41.4 
51.8 
62.1 

82.3 
91.2 
95.6 
97.8 

"_ 

72.7 

- 
wrfrrce 

0 
.26 

1.06 
* 53 

1.59 
2.66 
5 a30 

10.6 . 
7.97 

15.9 
21.2 
31.9 
42.3 

63.6 
74.2 
79.6 
83.3 
83.9 
84.3 
84.8 
6 . 6  
86.6 
93.3 
%.6 
98.0 

53 -0 

Station : 
no. 

1 
2 
3 
4 
5 

Percent 
eemiepan 

24.0 
41.2 
58.8 
76.2 
93 -0 

Upper 
eurface 

0 
.a 
.5 

1.0 
1.5 
2.9 
5.0 
7.5 
10.0 
15.0 
20.0 
30.0 
40.0 

60.0 
50.0 

80.0 
70.0 

90.0 
53.0 
97.5 

bwer 
aurface 

"- 
0.25 

-5 
1.0 
1.5 
2.5 
5.0 
7.7 

10.0 
15 .o 
20.0 
30.0 
40.0 
50.0 
60.0 

80.0 
70.0 

90.0 
55.0 
977.5 

surface 
Upper 

0 .!& 
* 52 

1.03 
1-55 
2-59 
5.18 
7.77 

10.35 
15.5 
20.7 
31.1 
41.4 
51.8 
62.1 
72.5 
77.2 
81.2 

81.9 
82.3 
82.7 
83.0 
6k.l 
92.2 
96.0 
98.0 

81.6 

- 

Lower 
lurface 

"- 
0.26 

e53 
1.06 
1.59 
2.66 
5.30 
7.97 
ro.6 
15.9 
21. 2 

2;:; 
53.0 
63.6 
74.2 
84.3 
92.1 
96.0 
97.9 

rrpper 
aurface 

0 
.rl 
.54 

1.08 
1.62 
2.70 
5.h 
8.10 
10.8 
l6.2 
21.6 
32.h 
43.2 
54.0 
64.8 

E:; 
84.8 
6 . 4  
86.0 
86.5 
87.3 
88.1 
94.2 
97.1 
98.5 

surface 
Iower 

" C  

0.27 
-54 

1.08 
1.62 
2.70 
5.40 
8.10 
10.8 
l6.Q 
a . 6  
32.4 
43.2 
54.0 
64.8 

6 . 4  
75.6 

92.7 
95.3 
98.2 

;he foon 

Upper 
jurface - 

0 
-275 
-55 

1.10 
1.65 
2.75 

8.26 
5 -31 

16.3 
U.0 

22.0 
33.0 
44.0 
55.1 
66.1 

82.6 
77.1 

86.7 
87.3 

89. 
89.9 
57.2 
97.4 
9 . 9  

2:; 

Lower 
lurface 

'With the traiung-edge f lap6 def: Lected, ed 

. .  
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TABLE 111. - VALUES O F  C , AND E/C* FOR AREA SUCTION ON 
Qfcr i t '   CPfcr l t  

TKE VARIOUS FLAP CONFIGuRaTIONS TESTED; OL = Oo 

t 

Flap span Flap deflection, 
de Q I 

46 
0.12 to 0.50 b/2 

0.057 

,064 60 
.062 55 

0.12 to 0.66 b/2 60 .064 

46 - 057 
.062 0.12 to 0.83 b/2 

C 
Qfcr i t  1 %it I 
0.0007 

-3.90 . 0010 -2.85 

-4.78 . 0032 

~~~ 

.0014 -4.93 

.OO11 -3.21 

. m u  

.OOl6 
-4.18 .m13 
-3 -95 

-4.65 

.0013 -3.03 

.ool6 -3.90 

TABLF: IV. - FWW COEFFICIENTS WITH SUCTION ON FLAP AND WING LEADING EDGE 

r 
a cQf 

0 0.mn 
2 .mu. 
4 . o o u  
6 .011 
8 . o o u  

10 .0012 
I 2  .ool2 
14 .0012 
16 .mu 
18 . m u  

0 
0 
0 

.0013 
,0014 ' 
. ool6 
.om8 
.0023 
.0024 
.Oo& 

0 
0 
0 

-12.5 
-16.5 
-24.5 
-27.1 
-31.7 
-38.4 
-30.6 

T = 60°, qf = 0.12 to 0.66 b/2 

C 
Qf 

0 . o o u  
.0013 
.0013 
.0013 
.0013 
.0013 
.cos3 
.0013 
-0013 

cQ Le 

0 
0 
.a117 
.0020 
.0022 
.0022 
.0022 
.a123 
.0025 

" 

0 
0 

-6.4 
-23.0 
-24.3 
-30.8 
-33.8 
-36.5 
-36 - 5 
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c 

Quarter-chord line 

w 
weep 4 9  
Aspect r&Lo 6.0 
Taper r a t i o  0 292 
Twlst  00 
medral O0 

sqft 198.8 
lhickness r a t i o  ,082 

A l l  dimensions in feet, 
unless otherwise noted 

Fuselage 
FFneness ratio 10 ,5 
Radius at station d 

3/4 
-I)? ft, 

- 

- - 

Figure 1.- Geometric characteristics of the model. 
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A-1 8816 

Ftgure 2.- Three-quarter front view of the model mounted In the 
wind tunnel. - 
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1 

Figure 4.- Porosity characterist.ics of  the wool felt material ueed for 
boundary-layer control, 
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0 .2 .6 .8 
23% 

1.0 

(a) S p M s e  variation of chordIwise dent of porous area 
at the wlng leading edge, 

.3 

52 

.1 

n 

Figure 5.- Characteristic6 of the porous area at the w i n g  
leading edge. 
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Figure 6.- Effect of f l a w  coefficient on the f lap lift coefficient increment for vafioue 
chordwise extents of pOrOU8 area; a = 0.4O, 8 1  = 55O, flap span from 0.12 to 0.66 b/2, wing 
leading edge eealea. 
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(b) Flap span extencllng A a m  0.12 to 0.66 b/2. 

Figure 7.- Continued. 
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( c )  Flap span extending f r o m  0. I 2  t o  0.83 b/2. 

Figure 7.- Concluded. 
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(a) Flap span extending from 0.12 to 0.50 b/2. % 
Figure 8.- Aerdynamic characteristics o f  the model a t  various f lap deflections wlth boundary- 6 

layer control on the flaps; wtng leading edge sealea. @ Iu 
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(b) Flap span exkending from 0.12 to 0.66 b/P. 

Figure 8,- Continued. 
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(c)  Flap apan extendbg from 0.U to 0.83 b/2. 

Figure 8. -  Concluded. 
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.. 

1.4 

1.2 

1.0 

08 

.6 

04 

02 

0 
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( a )  FI-~P span from 0. IZ t o  0.50 b/2. 

Figure 10.- Comparison of experimental Eft attained by the  t ra i l ing-  
edge flaps with and without.,suction and the  the.oretical lift 
calculated by the method of reference 4 ; . ' u  = On. 
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0 .2 .I .6 .8 1.0 1.2 1.4 
"Q- 

(b) Flap span *om 0.52 to 0.66 b/2. 
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43 

Figure 10. - Continued. 
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(c) Flap span from 9.12 to 0.83 b/2. 

Figure 10. - Concluded. 
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-1 

P 
0 
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Plain symbols with mcti 
Flagged symbols without 

.on 
suction 

0 
(a) a = 0.4 

Figure U.- Co~spariaon st five spanwise statione of the pressure dis- 
t r ibut ions for the wing with and without suction on the fbg; 

= 60°, flap span from 0.12 to 0.66 b/2. . 
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(b) a = 4.5' 
Figure U.- Continued 

t i o n  
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PLafn sgmbols dth suction 
Flagged symbols wi thout  suction 

P 

( c )  a = 8.6' 
Flgure 11. - Continued. 
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(d) a = 12.6 
Figure 11. - Continued. 
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Figure 11. - Concluded. 
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Figure 12.- Comparison of ewrimenta l  l if t-drag polare with and xithout suction to the e; 
theoretical polare obtained by the method of reference 5. o\ 
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0 .04 .O8 .X? .16 .20 .a 

(j) rlf 0.12 -0.66 b/2 
Sf = 65' 

Figure 12. - Concluded. 
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Figure 14.- Effect of leading-edge area suction on the aerodynmdc characteristics of the model 
wtth area suc-tlon appliea to each of two f l a p  spans. 
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P 

(a) a = 0.4 
Figure 15.- Pressure dist r ibut ions OR the wing of the model with 

bounda3-layer control applied t o  the f lap  and leading edge; 
6f  = 60 , f lap  span from 0.12 to 0.66 b/2. 
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(c) a = 8.6' 
Figure 15. - Continued. 
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(d) a - 12.6' 
Figure 15. - Continued. 
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Figure 15. - Concluded. 
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Figure 16.- Effect of a r e a   a c t i o n   a t   t h e  wing leading edge on the 
section  normal-force  coefficient  curves for  f ive  spanwise stations 
on the wing with suction on the  deflected flap; 6f = GOo, f lap  span 
from 0.12 t o  0.66 b/2. 
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Figure 17.- Variation of rolbg-moment  coefficient with sidesl ip angle 
at various angles of attack with flaps deflected 55O from 0.12 t o  
0.50 b/2; boundary-layer  contrOl  applied to flaps and wing leading 
edge. " .. 
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Figure l8.- Variation of rolling-moment coeff ic ient  with sideslip  angle 
of the model at various angles  of  attack; lef t   f laperon  def lected 
6 5 O  and right flaperon  deflected 460; boundary-layer control applied 
-to flaperons and leading edge; flaperon span .from 0.12 t o  0.50 b/2. 
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Figure 19.- Yawing-moment coefficient  variation with s ides l ip  angle of 
the model a t  various angles of  attack; l e f t  flaperon deflected 65O 
and right flaperon  deflected 46O; boundary-layer  control applied to 
flaperons and leading edge; flaperon span from 0.12 to 0.50 b/2. 
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Figure 20.- Variation of rolling-moment coefficient  with l i f t  coefficient of the model a t  
various sideslip angles; l e f t  flaperon  deflected 650 and right  flaperon  deflected Go, 
boundary-layer control  applied t o  the flaperons and leading edge, flaperon span from 
0.12 t o  0.50 b/2. W 
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Figure 21.- Variation of yawing-mament coefficient w i t h  llft coefficient of the model at vartoue 
sideslip a n a s ;  left f h p e m n  deflected 65O m a  right fhpemn deflected 46O with euction on 
flaperona and leading edge, flaperon span from 0.U to. 0.50 b/2. 
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